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colloidal grease. The solution is filtered whilst hot, and is
treated with about 800 parts of oil of turpentine, alcohol,
sulphurous acid, phenol or some essential oil.
Cart Greases.—The preparation of cart greases is a profit-
able branch that can be established without much trouble ;
and any maker who will supply a good article can be sure
of securing permanent customers, writes C. F. Borott, in the
Seifenhaendler. Unfortunately, this class of grease lends
itself readily to adulteration, so that preparations are met
with in the market which are loaded to the extent of as
much as 75 per cent, with water, asphalt, pitch, tar, heavy
spar, levigated chalk, clay, soapstone, common graphite, etc.
Of course, a far larger profit is made on such goods than on
the genuine article, but no lasting connection is established,
consumers going elsewhere when they find out the dis-
advantages attending the use of such trash. The following
recipes, however, may be relied on to furnish satisfactory
products: (1) Melt together, by stirring in a large pan over a
moderate fire, 30 parts by weight of wool fat and 60 parts
of dark vaseline oil. Then stir into this mixture 7-J- parts
of lime that has been slaked to fine powder, and when this
has been properly incorporated, add 3-J parts of caustic soda
lye (density 42° B.), continuing to stir and to warm the mass
up to 50° to 60° C. until it is homogeneous and free from lumps.
After drawing the fire, the grease is left to cool, with oc-
casional stirring, and is then packed in kegs, tins, or boxes.
The colour darkens with age, but may also be artificially
deepened with a little lampblack. (2) Twenty-five parts of
crude rosin oil are heated to 50° to 60° C. in a pan, and stirred
up with 20 parts of fine slaked lime until the whole is a
tough uniform mass, free from lumps. This stock can be
reduced, according to requirements, by the addition of mineral
oil or more rosin oil. It is advisable to pass the lime through
a medium fine sieve. (3) A grease can be made, without
heat, by mixing 60 parts of dark vaseline oil with 20 of
slaked lime and 1 of lampblack, followed by 30 parts of crude
rosin oil, the whole being stirred until properly mixed.
Palm Oil Waggon Grease.—10 Ib. of palm oil soap is
melted with an equal weight of palm oil; 550 Ib, of rosin

